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CX-EL90 

LIT-SS-CABLOCKS

Mississauga, ON Canada • Toll Free: 1.877.226.3369 (CAMDEN 9) • Tel: 905.366.3377 Fax: 905.366.3378   
E-mail: info@camdencontrols.com • www.camdencontrols.com

MODEL  DESCRIPTION
 
PROX. CABINET LOCK KITS

CX-EL9015AK   CX-EL9015A battery powered lock (alarm mode), 3V lithium battery,  
 (2) CX-EL9030 prox. access cards, 1 prox. program card          

CX-EL9015GK   CX-EL9015B battery powered lock (group mode), 3V lithium battery,  
 (2) CX-EL9030 prox. access cards, 1 prox. program card          

CX-EL9015LK   CX-EL9015G battery powered lock (locker mode), 3V lithium battery,   
 (2) CX-EL9030 prox. access cards, 1 prox. program card  

EXPANSION CABINET LOCKS  

CX-EL9015S   Battery powered expansion cabinet lock, 3V lithium battery          

CX-EL9017SL   Expansion cabinet lock, powered by master lock 

LOCKING PINS  

CX-EL9068  Frontal lock pin, 77 Lbs. (35 Kg.) rated break point          

CX-EL9069   High strength 90° lock pin with spring plunger, 77 Lbs. (35 Kg. rated break point)          

CX-EL9070   Mini lock pin          

CARDS/TAGS 

CX-EL9010   Program Card          

CX-EL9020   Proximity access control key tag, package of 10

CX-EL9030 Proximity access control card, package of 10

ACCESSORIES  

CX-EL9052S2  Cabinet lock network Cable 8ft. (2.5m)          

CX-EL9051S  Plug in power supply, 120 VAC          

CX-EL9040   External card reader

CX-EL9060 Glass Door Mounting Kit

COMPACT CABINET LOCK  

CX-EL9117  Line power electronic cabinet lock. Controlled by (separate) keypad or  
 access control system

SPECIFICATIONS

ORDERING INFORMATION

Holding Force:  55 Lbs. (25 Kg.) - 220 Lbs. (100 Kg.), dependant on locking pin 

Reader Format:  Proprietary proximity 

Range:   Prox Lock: Up to 3/4” (20mm)

External Reader:  Up to 1” (25mm) 

Battery:   3 V lithium (included) 

Battery Life:   30,000 operations 

Users:  Up to 50 per lock 

Security:   Fail safe (unlocked), Fail secure (locked) on special order 

Audible Alert:  Low battery 

Temp Range:  14F (-10°C) to 140F (+60°C) 

Dimensions:   CX-EL9015A/G/L/S:  
  2 3/8”H x 2 3/8”W x 7/8”D  (60mm x 60mm x 22mm)  
  CX-EL9017SL:       
  1 9/16”H x 1 9/16”W x 1/2”D (40mm x 40mm x 12mm) 
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