**System Operation**

**CX-WC13XFM Operation:**

A. The door is normally closed and unlocked.

B. Pressing the exterior 'PUSH TO OPEN' Aura push plate opens the door.

C. Once inside and the door is closed, pressing the illuminated 'PUSH TO LOCK' Aura push plate changes the color to red and locks the door.

D. To exit, press the interior push plate to unlock and open the door, and reset the system.

E. The 'PUSH TO LOCK' Aura™ push plate switch illuminated ring turns green and the exterior 'PUSH TO OPEN' Aura™ push plate outer ring turns green.

F. If the door is opened manually to exit the restroom, the overhead magnetic contact switch resets the system and unlocks the door.

**Notes:**

1. Push switches for the power door operator (Items 3 and 5) should be mounted with its centre located not less than 900mm and not more than 1100mm above the finished floor and is located not less than 600mm and not more than 1500mm beyond the door swing where door opens towards the control (Item 5).

2. Wire must be stranded, multi-colour.

**Wiring Specification**

<table>
<thead>
<tr>
<th>Wire Specification</th>
<th>A</th>
<th>B</th>
<th>C</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>2 x 18 AWG</td>
<td></td>
<td></td>
</tr>
<tr>
<td>B</td>
<td>2 x 22 AWG</td>
<td></td>
<td></td>
</tr>
<tr>
<td>C</td>
<td>6 x 22 AWG</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>