12-24 VDC Power for strike

Fail-Secure Electric Strikes Shown (If Fail-Safe locks are used, wire to Terminals 1 & 2)

MOV

Also part of CX-WEC-11 Kit

ASSISTANCE REQUIRED!

“A1”
“A2”

Magnetic Contact Switch

Inside Wall Switch

Outside Wall Switch (Aura™)

EMF-2

12-24 V Power

EDF-2

12-24 V AC/DC Power

Aura Dip Switch Settings

Enable

Color Select

 Aura

Dip Switch

Settings

Red

G/B

1

2

3

4

IDL

LOC/REM

RELAY

SPEAKER

Red

G/B

ACT

Door Operator

Also part of CX-WEC-11 Kit

ASSISTANCE REQUIRED!

“B1”
“B2”

Inside

Push to Lock Switch.
(Aura™)

Outside

Push to Open

Inside

Push to Open

Optional

Key Switch

Outside

Wall Switch
(CM-450R/12)

Contact are closed when door is closed

“B1”
“B2”

12-24 V Power

Power +5V

Maintenance Panic switch

CAMDEN DOOR CONTROLS

5502 Timberlea Blvd.
Mississauga, Ontario
L4W 2T7

WC-15 Washroom Package Wiring Diagram (normally locked)

DRAWDY: DGW
DATE: 03/07/17
REVISED:

WC-15-8 wiring diagram_R2

FILE NAME:

WC-15 Washroom Package Wiring Diagram (normally locked)

DRAWING No: DRG-CX-WC-15-8

Part # 40-82D008